
STANDARD 4 IN 1 BUCKET

BRISBANE (GOLD COAST) - SYDNEY - MELBOURNE 1300 2 DIGGAWWW.DIGGA.COM

THE NEXT EVOLUTION IN 
BUCKET DESIGN

Australian designed and manufactured using 
only the highest quality components and 
materials. Digga’s 4 in 1 bucket underwent 
a complete top to bottom design which has 
resulted in increased strength, performance 
and serviceability.
 
Leveraging decades of bucket manufacturing 
experience and attentive consideration to 
customer feedback, the new bucket, called 
the X-Series is a cutting-edge design which 
is second to none. 

High front edge 
visibility

FEATURES INCLUDE:
•	 Repositioned cylinders minimises dirt buildup 

reducing the risk of damage while increasing the 
bucket opening width and optimising the full power 
of the cylinder which improves clamping force, 
grappling and general material handling. 

•	 Increased cylinder size and improved jaw design 
offers outstanding control across various material 
applications.

•	 Improved hydraulic hose and valves placement at 
the  rear of the bucket ensures prolonged durability, 
safeguarding against challenging environmental 
conditions, while conveniently accessible counter-
sunk grease nipples on all pivot pins.

•	 Side plate cutouts aids ease of maintenance and 
double as convenient tie-down points.

•	 Upgraded clevis design deliver enhanced strength 
and durability, ensuring reliability and longevity even 
under the most demanding conditions.

Easily accessible 
pivot pins increase 

serviceability

Superior clevis design 
delivers unmatched 

strength and durability

X-Series features a new and 
stronger clear view guard

Ideal Use:
General bucket work, grading, scraping, 
grappling, dozing dirt, or material spreading.

Machine Suitability:
Skid Steer Loaders up to 90HP.
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STANDARD 4 IN 1 BUCKET
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MODEL 1450 1550 1600 1650 1680 1727

Bucket Cutting Width 1450mm 1550mm 1600mm 1650mm 1680mm 1727mm

Weight 391kg 406kg 414kg 421kg 426kg 433kg

Floor Thickness 20mm 20mm 20mm 20mm 20mm 20mm

Side Plate Thickness 10mm 10mm 10mm 10mm 10mm 10mm

ISO Struck Volume m³ 0.199 0.213 0.220 0.227 0.231 0.237

ISO Heaped Volume m³ 0.284 0.304 0.314 0.323 0.329 0.338

Add-on Options: Bolt on edges (1,2 or 3), Centre Pin Teeth, Valves 

Machine Suitability Skid Steer Loaders, ROC 678KG+

Standard Volume

High Volume

GROUND-UP redesign

GROUNDBREAKING geometry

SUPER durability

INCREASED visibility 

MODEL 1727 1800 1880 2000 2040 2130

Bucket Cutting Width 1727mm 1800mm 1880mm 2000mm 2040mm 2130mm

Weight 477kg 489kg 503kg 522kg 529kg 544kg

Floor Thickness 20mm 20mm 20mm 20mm 20mm 20mm

Side Plate Thickness 10mm 10mm 10mm 10mm 10mm 10mm

ISO Struck Volume m³ 0.264 0.275 0.288 0.306 0.312 0.326

ISO Heaped Volume m³ 0.384 0.400 0.418 0.445 0.454 0.474

Add-on Options: Bolt on edges (1,2 or 3), Centre Pin Teeth, Valves

Machine Suitability Skid Steer Loaders, ROC 850KG+


